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Mine Safety and Health Admin., Labor § 7.306 

15 Shafts or operating rods through journal bearings shall be at least 1⁄4″ in diameter. The length of the flame-arresting path 
shall not be reduced when a pushbutton is depressed. Operating rods shall have a shoulder or head on the portion inside the 
enclosure. Essential parts riveted or bolted to the inside portion are acceptable in lieu of a head or shoulder, but cotter pins and 
similar devices shall not be used. 

16 6″ with a minimum of 4 fastenings. 
17 8″ with a minimum of 4 fastenings. 

(h) Lead entrances. (1) Each cable, 
which extends through an outside wall 
of the motor assembly, shall pass 
through a stuffing-box lead entrance 
(see figure J–7). All sharp edges shall be 
removed from stuffing boxes, packing 
nuts, and other lead entrance (gland) 
parts, so that the cable jacket is not 
damaged. 

(2) When the packing is properly 
compressed, the gland nut shall have— 

(i) A clearance distance of 1⁄8 inch or 
more, with no maximum, to travel 
without interference by parts other 
than packing; and 

(ii) A minimum of three effective 
threads engaged (see figures J–8, J–9, 
and J–10). 

(3) Packing nuts (see figure J–7) and 
stuffing boxes shall be secured against 
loosening (see figure J–11). 

(4) Compressed packing material 
shall be in contact with the cable jack-
et for a length of not less than 1⁄2 inch. 

(5) Requirements for lead entrances 
in which MSHA accepted rope packing 
material is specified, are: 

(i) Rope packing material shall be ac-
ceptable under § 18.37(e) of this chapter. 

(ii) The width of the space for pack-
ing material shall not exceed by more 
than 50 percent the diameter or width 
of the uncompressed packing material 
(see figure J–12). 

(iii) The maximum diametrical clear-
ance, using the specified tolerances, be-
tween the cable and the through holes 
in the gland parts adjacent to the 
packing (stuffing box, packing nut, 
hose tube, or bushings) shall not exceed 
75 percent of the nominal diameter or 
width of the packing material (see fig-
ure J–13). 

(6) Requirements for lead entrances 
in which grommet packing made of 
compressible material is specified, are: 

(i) The grommet packing material 
shall be accepted by MSHA as flame-re-
sistant material under § 18.37(f)(1) of 
this chapter. 

(ii) The diametrical clearance be-
tween the cable jacket and the nominal 
inside diameter of the grommet shall 

not exceed 1⁄16 inch, based on the nomi-
nal specified diameter of the cable (see 
figure J–14). 

(iii) The diametrical clearance be-
tween the nominal outside diameter of 
the grommet and the inside wall of the 
stuffing box shall not exceed 1⁄16 inch 
(see figure J–14). 

(i) Combustible gases from insulating 
material. (1) Insulating materials that 
give off flammable or explosive gases 
when decomposed electrically shall not 
be used within explosion-proof enclo-
sures where the materials are subjected 
to destructive electrical action. 

(2) Parts coated or impregnated with 
insulating materials shall be treated to 
remove any combustible solvent before 
assembly in an explosion-proof enclo-
sure. 

[57 FR 61193, Dec. 23, 1992, as amended at 73 
FR 52210, Sept. 9, 2008] 

§ 7.305 Critical characteristics. 
The following critical characteristics 

shall be inspected on each motor as-
sembly to which an approval marking 
is affixed: 

(a) Finish, width, and planarity of 
surfaces that form any part of a flame- 
arresting path. 

(b) Clearances between mating parts 
that form flame-arresting paths. 

(c) Thickness of walls, flanges, and 
covers that are essential in maintain-
ing the explosion-proof integrity of the 
enclosure. 

(d) Spacing of fastenings. 
(e) Length of thread engagement on 

fastenings and threaded parts that as-
sure the explosion-proof integrity of 
the enclosure. 

(f) Use of lockwasher or equivalent 
with all fastenings. 

(g) Dimensions which affect compli-
ance with the requirements for packing 
gland parts in § 7.304 of this part. 

§ 7.306 Explosion tests. 
(a) The following shall be used for 

conducting an explosion test: 
(1) An explosion test chamber de-

signed and constructed to contain an 
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